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FORGEDOPS™ FIELD EQUIPMENT

GNSS BASE STATION POST MOUNT

BASEPOINT
™

POST MOUNTED. SERIALIZED. REUSABLE.
A dedicated mounting position for your GNSS base, with a 5/8"-11 connection and a secured
assembly you can move from post to post, job to job.

BLACK LIME RED ORANGE WHITE

COLOR OPTIONS  /  Custom colors optional by request

INSTALLATION: Use an 8-ft or longer ground-contact treated 4×4 set in concrete. Plumb both directions. Mount near the top with
the receiver and connectors clear of the post. Check before use, at least weekly and after disturbance. See brochure for footing,
setup and field-care guidance.
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Includes mount, 5/8-inch-11 GNSS stud/nut assembly and four wooden-post screws. Receiver, post and concrete not included.



Your mount. Your setup.
BASEPOINT is a mechanical mounting accessory. Purchase of the mount does not include surveying, engineering,
GNSS configuration, site localization/calibration, or verification of project control. It does not establish or guarantee
survey, positioning, elevation, grading, layout, or machine-control accuracy. Separately contracted ForgedOps
services remain governed by their own written scope and terms.

The purchaser and operator must select a suitable location, sound supporting post and footing, and compatible
equipment; securely install and inspect the assembly; and follow the GNSS equipment manufacturer's instructions.
Temporary or long-term use does not make the installation a certified survey monument or eliminate the need for
inspection and verification.

The operator is responsible for correct base coordinates, coordinate system, datum/geoid, units, antenna type and
measured antenna height, receiver and correction settings, site localization/calibration, and control data. The
mount's approximate eight-inch offset is a physical product dimension, not a survey measurement or
antenna-height value. Measure the actual installation using the receiver manufacturer's required reference point
and method.

Before relying on the system for work, and at the start of each workday, verify results against independent known
control appropriate to the project. Repeat verification after relocation, impact, suspected movement, changes in
settings, or other disturbance. Keep setup and verification records. If results are outside project tolerances, stop
relying on the system and investigate before continuing.

Weather, settlement, vibration, loose connections, obstruction, interference, and equipment or control-data errors
can affect the setup. Inspect the support, mounting screws, receiver connection, and assembly regularly. Do not
rely on visual alignment or an apparently secure mount as proof of positioning accuracy.

To the extent permitted by law, ForgedOps is not responsible for positioning errors or resulting work errors to the
extent caused by incorrect installation, inadequate supporting structures, equipment configuration,
calibration/localization, control data, or failure to perform appropriate inspection and verification. This does not
remove coverage for a manufacturing defect or responsibility that cannot legally be excluded.
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Warranty & commercial losses.
ForgedOps LLC warrants BASEPOINT mounts against defects in materials and workmanship for one year from
delivery under normal intended use and proper installation. This is a limited warranty, not a lifetime warranty or
accidental-damage plan.

For a confirmed covered defect, ForgedOps will repair or replace the defective product at its discretion at no
charge, including reasonable shipping costs arranged with our support team. If repair or replacement cannot
resolve the covered defect within a reasonable time, ForgedOps will refund the affected product purchase price,
applicable tax, and original shipping attributable to that product. Other remedies required by applicable law remain
available.

TO THE EXTENT PERMITTED BY APPLICABLE LAW, FOR COMMERCIAL PURCHASES, FORGEDOPS LLC
WILL NOT BE LIABLE FOR INCIDENTAL, INDIRECT, SPECIAL, OR CONSEQUENTIAL ECONOMIC LOSSES
ARISING FROM THE PURCHASE OR USE OF THE MOUNT. This includes lost profit or revenue, loss of use,
downtime, project delay, and re-survey, re-staking, regrading, rework, or replacement-material costs to the extent
those costs are incidental, indirect, special, or consequential losses.

This limitation does not eliminate the one-year limited warranty or its repair, replacement, and applicable refund
remedies. It does not exclude liability for fraud, gross negligence, willful misconduct, personal injury, physical
damage to other property, or liability or remedies that cannot lawfully be excluded.

Some states do not allow the exclusion or limitation of incidental or consequential damages, so the above limitation
or exclusion may not apply to you. Mandatory consumer protections in a purchaser's jurisdiction remain unaffected.
If a provision is unenforceable, the remaining provisions apply only to the extent permitted by law.

The product-policy version presented during checkout applies to that purchase. Later website revisions do not
retroactively reduce the warranty or rights accompanying an earlier order.
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